Quick Start Guide

1. What's inside
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②
③

④

Hello! Thank you for purchasing Sticker-Eye.

⑤

1 x Sticker-Eye

1 x magnetic mount

1 x Type C power cable

2 x stickers

3 x mounting screws

⑥

①
②
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Lens
Microphone
Speaker
Charging Port

⑤ Function button/Indicator

Rectangle magnetic area

2. Fully charge the camera for 6 hours

Charging Indicator and Adapter compatibility
Voltage: 4.75V≤V≤5.25V
Currency: ≥ 2A

Red
Charging
LED is off
Fully charged
Fast blinking Red
Adapter not compatible
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Important:
Please use the original packing Type-C power cable to charge the camera;
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Fast blinking Blue for 3s
Battery Low

Adapter compatibility:
1. Most phone adapters and pad adapters are compatible
with Sticker-Eye camera;
2. iPad adapter is the most suggested choice to recharge
the camera;
3. If you use an iPhone adapter to recharge the camera,
the fully-charged time will be longer because the iPhone
adapter limits its current at ±1A;
4. Adapters align with PD 2.0 protocol are not compatible
with Sticker-Eye.

3. Download and install Sticker-Eye App
Hi

Sticker-Eye

Welcome to your
smart home

E-mail Address
INSTALL

1

E-mail Code
Type Password
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4. Add the camera to the App

Register
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1. Search "Sticker-Eye by eyecloud" on app store
or google play, then download and install the App;
2. Register an account and login.

1. Click "Add Device" on the App and select "Sticker-Eye
Camera";
2. Follow the instructions on the App to Setup the camera;
3. After setup, you can manage your camera on the Device
section on App.

6. Place the camera

5. Set detection and smart alerts

6.1. Horizontal surfaces
Place the camera on any horizontal surface.

6.2 Vertical walls
A. Use sticker if the wall
is smooth

B. Use screws if the wall
is rough

1. Click the Setting icon under
the camera;

2. Select "Motion Detection" or
"Face Recognition" under "Smart
Alerts";

3. Click "Alert Time" to customize the time period.

C. Use magnetic if the
wall is made of iron

7. Adjust the monitoring range

6.3 Roofs and ceilings
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A. Rotate the camera body to
adjust the horizontal range.

A. Use sticker if the wall
is smooth

B. Use screws if the wall
is rough

C. Use magnetic if the
wall is made of iron
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B. Rotate the camera head to adjust
the vertical monitoring range.

